
·Technical Support
Please visit：https://support.runcam.com/hc/en-us

SCOPECAM PLUS
 User Manual

·Functionality

·Specifications
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Micro-SD Card Slot8
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·Camera Basic Operations

·Camera Status

Functions Operations

Power On/Off 
-Slide up Switch or long-press Menu Button to power on.
-Slide down Switch or long-press Menu Button to power off. Select 
  “Power off” on screen prompt.

Start/ 
Stop Recording

-Slide up Switch to automatically start recording. Red LED starts to flash, 
  display timecode is active.
-Slide down Switch to stop recording and power off.
-Power on with Menu Button, press again to start recording. Red LED starts 
  to flash, display timecode is active.
-When recording, short press Menu Button to stop recording. Red LED will 
  be solid, left recording time code will be on display. 
  (Calculated on the base of selected resolution and storage of Micro-SD card)

Zoom

Setting Mode -Power on, long press the Menu Button to access the Menu Window. 
  Enter Settings.

-Long press the Zoom+/Zoom- Button to zoom in or out continuously
-Short press Zoom+/Zoom- Button to zoom in or out one step 

Wifi -Power on, long press the Menu Button to access the Menu Window. 
  Turn on Wi-Fi.
-After finishing settings, long press the Menu Button again to exit. 

Auto Focus -Double press the Menu button

Screen Wakeup -Short press any button to wake up the screen. (Screen standby time could be set)

Shut Down -Press Zoom+ and Zoom - button simultaneously to reboot.

Status Indicator

Standby (No action) Screen goes into standby Mode with LED on

No SD Card Quick flashing red LED

Recording Slow flashing red LED

·Micro SD Card

·Firmware Updating

Note: Please be careful to insert or take out the microSD card, protecting it from liquid, dust or chip. To be cautious, please turn 
off the camera before inserting or taking out the microSD card. Please use the SD card at the allowing temperature range indicated 
by the manufacture on the manual.

Mode RunCam Scopecam Plus

Resolution 2.7K@60FPS(16:9)\2.7K@60FPS(4:3)\1080P@60FPS(16:9)\1440P@60fps(4:3)

Lens Focal Length 5-50mm

Optical Zoom 10X

Video Format MP4

Digital Zoom 4X

Display 1.3 inches

USB Interface Type-C

WIFI 2.4G

Memory Card 128G Max

Work Current 400mA@5V

Battery Life About 300 minutes

Haptic Feedback Built-in

Battery 2600mAh

Dimensions 130mm*48mm*43mm

Net Weight 315g

·Connection to the Computer
Type-C

Camera will be recognized as Removeable USB device when connected to a computer
Notice: If the camera could not be recognized after connecting to a computer, please confirm if the microSD card is inserted or not. 
If the files can’t be accessed, please try to replace the USB cable or change to another USB port of your computer.

For best performance, please use the camera with the latest firmware.
To update please check the link below:
https://www.runcam.com/download/ScopecamPlus

·U Disk Mode:

It is highly recommended to use a U3 SD card or above.(2.7K@60FPS require U3 or above)


